
For further information visit www.caroma.com.au or call 13 14 16 45

Caravelle Wall Basin
Vitreous China Wall Basin/Pedestal/Shroud
Basin Size: 550mm x 435mm (nominal). 
Basin Capacity: 10 litres

A traditional concept basin incorporating functional bowl surrounds 
with smooth rounded contours for easy cleaning.The basin is 
suitable for domestic, commercial and  accessible applications 
(refer to Caroma Care Wall Basin section).
Tap Holes: Basin available in no taphole, one taphole (centre), two 
taphole, and three taphole options.
Pedestal: (Optional) For Pedestal, accurate setout and use of 
recommended traps is essential for optimum installation. S-trap – 
40mm standard Caroma plastic traps.
Shroud: (Optional) Shroud completely conceals P-trap waste 
pipe fittings. Use D.210 Fixing Clip suitable with D.200 bracket 
option and 40mm Caroma plastic P-trap. Note: It is essential for 
the installation of the shroud to the basin that clearance is provided 
for the shroud in the plumbing setout from water inlet pipes and 
connections.
Overflow: Overflow not available.
Fixing: D.200 Basin Fixing Kit (supplied) – bolts directly to 
finished wall.
Installation: Refer to Important Information for Plumbers section.
Colours: White only.

70
50

R
ec

om
m

en
de

d 
86

5 

83
5 

ap
pr

ox
. D

.2
00

 F
ix

in
g 

C
en

tre

510
550

205

43
5

195

Finished
floor

280 30

D.200 basin fixing kit
hole centre positions

22
0

28
0

47
5

29
0m

m
 fr

om
fro

nt
 e

dg
e 

of
sh

ro
ud

38
0 

H
ot

 &
 C

ol
d

w
at

er
 in

le
t c

en
tre

200
shroud
width

Inlet position
to allow for shroud

80

Yorkshire 1/2" x 1/2" 
Number 10

300mm
Flexible coupling

Shroud
inlet detail

28
0*

40

38

 Finished Wall

19
5

16
5

Centre of Basin

40mm DWV
PVC or 

copper pipe

Basin waste
outlet

Pedestal

Pedestal Setout  
Caroma S-trap only

*40mm Caroma Plastic 
P-trap outlet centre.

Supplied with chrome flush fitting waste
and white plug.


