
Clean filter washer
periodically

CARE AND CLEANING:

Never use abrasives or abrasive cleaning agents to 
clean this product.  Clean regularly with 
contamination free warm soapy water and a damp 
soft cloth.
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Wall Boss Housing

Grub Srew

Rail

Slider

Internal Mounting 
Bracket and Screw

Wall Boss Screws

grub screw 
topside

grub screw 
underside

Secure the wall boss housings.
NOTE: Ensure protection pads are 
used between wall bosses and tiles.
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IF SOAP DISH IS 
SUPPLIED:
Slide soap dish 
onto the rail.

Fit the internal 
mounting brackets 
by locating in slot 
rotating 90° as 
shown.

Tighten the screws 
finger-tight using 
Allen key. 

1.

2.

Match the 
mountings  
to wall 
bosses and 
push into 
place

Slide the 
rail up or 
down to 
centralise 
brackets.

1.

2.

Remove the rail 
and tighten the 
tensioning 
screws until 
they lock. 

Relocate the rail 
onto wall bosses 
and tighten grub 
screws top and 
bottom.  

1.

2. To adjust the slider height 
push the button and slide 
to desired height.

IF HANDSET, HOSE OR WATER OUTLET ARE SUPPLIED: 
Connect hose to water outlet and Methven 
handset.  Ensure swivelling cone is connected to 
the handset. 

Non-Swivelling 
Cone

Filter Washer

Flat Washer

Methven Handset 
(If supplied)

Swivelling 
Cone

1. 3.2. 4.

5. 6. 8.7.

Water Outlet 
(If supplied)

Soap Dish
(If supplied)

Water Outlet 
(If supplied)


